AVEIDEC
PROFESSIONAL ADHESIVE & SEALANT SYSTEM TECHNICAL INFO

EASY PRIMER

DESCRIPTION

High quality, fast drying primer to increase adhesive
strength on treated or untreated surfaces of structural
paints, powder coatings, several types of plastic, etc.

PROPERTIES
e  Transparent.
e Fastdrying.
e  Excellent adhesion.
e Easy Primer 500 ml covers 5-7 m’.
e  Re-spray able with most lacquer systems after 10-15 minutes.
e  The drying time depends on the ambient temperature, the humidity of
the air and the thickness of the lacquer applied.
FIELD OF APPLICATION

e  Primer to treat surfaces, treated and untreated, of structural paints and
several types of plastic.

e  Enables gluing, painting, puttying and lacquering on difficult to bond
plastics, treated and untreated.

e  Used for prior to bond on structural powder coatings. For example in
combination with VEIDEC S-Bond & Sticky Bond. Even PE surfaces can
be bonded with S-Bond & Sticky Bond.

USER INSTRUCTIONS
Apply on dry and clean substrates (using VEIDEC Eco Finisher), free of loose
particles.
When desired, slightly sand the surface, grain 600.
The aerosol should have room temperature. Best processing temperature 15 to
25°C.
Before use:
e  Shake the aerosol for 2 minutes.
e  Spray the surface (Distance to the surface to be treated approximately
25 to 30 centimetres).
e Apply Easy Primer in maximum two (2) thin layers. Spray 1* layer and
let it dry. Spray 2" layer and let it dry.
e After drying Easy Primer is re-spray able with most lacquer systems,
without sanding.
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AVEIDEC®

TECHNICAL DETAILS

SYMBOLS

Shake well before use.

Color: Transparent. Art.no: 16908
Packaging: 500 ml alu can aerosol.
Odor: Characteristic.

Base: Polyolefin resin.

Density (20°C): 0,71 g/cm’.

VOC (directive 2010/75/EU):

99,1%

Re-spray able after:

10-15 minutes.

Consumption (coverage):

2-3m? (200 ml)

Shelf life (temp.) months (+5°C to +25 °C):

24 months.

Application & Surface temperature:

+15°Cto +25°C

Others:

In compliance with the legal regulations,
please see current Material Safety Data Sheet.
https://veidec.com/en/msds

User Instruction:
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